
                       SPECIFICATIONS 

 

SUPERSHIELD SWIMMING POOL WARTERPROOFING SYSTEMS 
 
Waterproofing system for new swimming pools in concrete – Paint finish 
 
Structure 
 
a. Construction of the concrete structure by applying SUPERSHIELD DRYBOX SYSTEM for waterproofing new concrete 

structures, both underground and above ground also in presence of water table, consisting of: 
b. In the Ready-Mix Plant addition to the concrete mix of SUPERSHIELD ADMIXPLUS, crystalline water-based liquid 

admixture, waterproofing the mass of concrete, dosed at 1 liter / 100 kg of cement / cementitious materials 
contained in the concrete mix  

c. waterproofing of: 
1. cast resumptions 
2. programmed cracking joints 
3. rigid and movement joints 
4. passing elements 
5. formwork spacers 
by means of special accessories and complementary elements provided by SUPERSHIELD DRYBOX SYSTEM, 
according to the specifications indicated in the waterproofing project supplied by SUPERSHIELD 

d. The execution will be carried out following the application protocol provided and with the assistance and 
surveillance of SUPERSHIELD technicians, who will also take care of training workers and verify the correct 
application of the system. 

e. SUPERSHIELD DRYBOX SYSTEM, correctly applied, respecting the instructions of SUPERSHIELD technicians, will be 
covered by 10 years waterproofing warranty 

 
Finishing 
 
1. Clean the surface with a high-pressure washer 
2. Apply on the entire surface SUPERSHIELD PRIMER H, water-based primer for low absorption screeds, mortars 

and coatings, viscosity 600+/- 20, pH 7,7+/- 0,5, adherence to substrate treated with PRIMER H:>0,4 N/mm2, 
reaction to fire: Euroclass A1 (not inflammable), colour orange   

3. Level surfaces with 2 coats of adhesive mortar SUPERSHIELD TERM, deformable and waterproofing mortar, fibre-
reinforced, excellent adhesion an all types of substrates,  compliant with norms EN 998-1 GPCS – IVW2 and ETA 
12/0408, compressive strength > 6 N/mm2, flexural strength > 3 N/mm2, adhesion > 0,3 N/mm2,  capillary 
absorption W2 : c <_ 0,2 kg/m-2 h- 0,5, water vapour permeability μ< 20 , thermic conductivity λ = 0,44 W/m K (P 
= 50 %) ,reaction to fire: Euroclass F, with a consumption of about kg. 1,5 /m2/mm. 

4. Apply on the whole perimeter and around passing structures SUPERSHIELD FLEXSTRIP 80/150, elastic self-
adhesive butyl waterproofing strip 

5. Apply by roller or low pressure pump the first coat of SUPERSHIELD FLEXI, liquid waterproofing cement / polymer 
membrane, highly elastic, resistant to UV rays, permeable to water vapor, certified at norm EN 1504-2 and 
14891, permeability to CO2 at norm EN1062-6:  214 m.,  adhesion by direct traction norm EN 1542: 1,7, 
permeability to water vapor EN 7783-1: class I Sd 2,4 m., capillary absorption and water permeability norm 
EN1062-3: <0,041 kg-m-2-h-0,5, with a consumption of 1,2 kg / m2. 

6. Apply the SUPERSHIELD ELASTIC MESH, polypropylene mesh (thickness 0,6 mm., weight 60 gr/m2, lateral 

elongation at break EN 527-3: 180 N/ 50 mm., longitudinal elongation at break: EN 527-3: 240 N/ 50 mm., lateral 

deformation at break: 105 % longitudinal deformation at break:38%), on the first coat of SUPERSHIELD FLEXI 

while it is still fresh, overlapping the sheets by 5 cm.  

7. Apply crosswise with respect to the first coat by roller or low pressure pump the second coat of SUPERSHIELD 
FLEXI, waterproofing cement / polymer  liquid membrane, with a consumption of 1,2 kg / m2.  

8. Apply on the entire surface SUPERSHIELD PRIMER TP, water-based polymer dispersion primer for low absorption 
screeds, mortars and coatings, pH 8,5, colour blue   

9. Apply SUPERSHILD COLORPOOL elastic decorative protective paint, composed of a special mixture of 
polyurethane-acrylate teflon resins, in aqueous emulsion, particularly resistant to UV rays, water, chlorine and  
sanitizing agents. 
 


